257.67a “Tandem axle assembly” and “tank vehicle” defined.

Sec. 67a. (1) “Tandem axle assembly” means 2 axles spaced more than 3 feet 6 inches and less than 9 feet apart, 1 axle in front of the other and so attached to the vehicle wherein an attempt is made by connecting mechanism to distribute the weight equally between the 2 axles.

(2) “Tank vehicle” means any commercial motor vehicle that is designed to transport any liquid or gaseous material within a tank or tanks having an individual rated capacity of more than 119 gallons and an aggregate rated capacity of 1,000 gallons or more that are either permanently or temporarily attached to the vehicle or the chassis. If a commercial motor vehicle transports 1 or more tanks manifested either as being empty or containing only residue, those tanks shall not be considered in determining whether the vehicle is a tank vehicle.


Compiler’s note: Section 2 of Act 346 of 1988 provides:
“(1) Except as otherwise provided in this section, this amendatory act shall take effect October 1, 1989.
“(2) Sections 634, 710g, 722, 723, 724, 802, and 907 of this amendatory act shall take effect January 1, 1989.
“(3) Sections 4B and 801 of this amendatory act shall take effect upon the date of enactment of this amendatory act.”

Section 2 of Act 173 of 1989 provides:
“(2) Enacting section 2 of Act No. 346 of the Public Acts of 1988 is repealed.”